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Abstract
In this work, we present the modeling, optimization, and conceptual design of a dividing wall col-
umn for the separation of four products, commonly referred to in the literature as a Kaibel column.
For its solution, we propose and validate a rigorous tray-by-tray model, followed by its reformu-
lation to include a mixed-integer nonlinear programming and a general disjunctive programming
formulation to respond to the conceptual design problem attached to these complex configurations.
Considering the validated model and the two formulations, the Kaibel column is solved, obtaining
four high-purity products and new optimal tray locations for the feed and two side product streams,
when the mixed-integer nonlinear programming formulation is applied. The use of these optimally
located side streams showed reductions in the energy consumption when compared to cases were
non-optimal fixed tray locations are used. When the general disjunctive programming problem was
solved, the minimum number of trays needed in the main column and dividing wall are obtained,
showing a great reduction of the remixing effects in the Kaibel column, and with that, a more
energy efficient configuration. The models were coded in Pyomo using the solver IPOPT for the
solution of the nonlinear programming problem, the solver Bonmin for the solution of the mixed-
integer nonlinear programming problem, and GDPopt for the solution of the general disjunctive
programming optimization problem.
Keywords: Kaibel Column, Dividing Wall Columns, Nonlinear Programming Optimization, Mixed
Integer Nonlinear Programming Optimization, General Disjunctive Programming.
1 Introduction
Distillation is a well known separation process that consumes 40% of the total processing energy in
the United States alone (U.S. Department of Energy, 2001). Since the use of distillation columns
is unlikely to change, at least for existing plants, process intensification appears as a promising
option to optimize these processes by reducing their energy consumption, as its main goal. In
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separation processes, this intensification has implied the creation of new distillation designs that
allow improved separations, especially for mixtures with three or more components (Yildirim et al.,
2011). Among these intensified column designs, we find the Petlyuk configuration (Petlyuk et al.,
1965), which with further integration and modifications were identified as dividing wall columns
(DWC). This column, created by the addition of a wall that physically splits the internal trays of
the column in two sections, has proven to be more energy efficient and thus more sustainable than
their continuous counterpart, generating savings up to 30 % in energy consumption and savings in
capital and investment costs (Dejanovic´ et al., 2010). Although its construction and control still
represent a challenging but doable task (Kiss and Baldea, 2011; Gomez-Castro et al., 2008), it has
found its use in industry with successful results (Yildirim et al., 2011).
Among the DWCs, different configurations have been proposed depending mainly on the number of
components that are separated or the position and number of dividing walls added to the internal
trays of the column. A Kaibel column (KC) (Kaibel, 1987), as one of these DWC configurations, is
a promising option since it is able to separate more than three products within one single column,
replacing a typical distillation sequence of two, three or more distillation columns (Kiss et al., 2012).
A detailed scheme of this column is given in Figure 1(a). Even though the KCs have been simulated
using commercial software and optimized with the use of external optimization algorithms (Qian
et al., 2016; Tututi-Avila et al., 2017), no validated model has been reported for its simulation
or optimization. A preliminary version of this work, including a proposed model and the NLP
optimization of a KC, is given in Lopez-Saucedo et al. (2018).
The optimization of KCs is not an easy and straightforward task to perform, since it involves not
only a complex mathematical model to predict the behavior of the separation in the column, it
also involves the selection of a large number of parameters for its design. These not only include
the identification of the best intensified configuration to perform a specific task, it also involves the
specification of the number of trays and feed and side product streams location that minimize the
investment and operating costs. The nonlinear programming (NLP) optimization of KCs is used
for the selection of the continuous variables, yielding a performance evaluation (such as operating
conditions and energy consumption in the column), but with no design decisions. For the solution
of the conceptual design problem involving continuous distillation columns (CDC), and for the op-
timal selection of their design parameters, two major formulations involving continuous and binary
variables have been proposed in the literature: a mixed-integer nonlinear programming (MINLP)
model that involves binary variables with the values of “0” or “1” related to the existence of trays or
flows in the column (Viswanathan and Grossmann, 1990), and a general disjunctive programming
(GDP) model that uses disjunctions to define whether trays exist or not in the column. These two
formulations have been successfully applied to the conceptual design of CDCs (Ghouse et al., 2018;
Caballero et al., 2005; Barttfeld et al., 2003, 2005; Yeomans and Grossmann, 2000; Jackson and
Grossmann, 2001), but there is no reference in the literature of their use for the conceptual design
of intensified configurations, such as multi-product DWCs or KCs.
In this paper, we propose and validate a rigorous tray-by-tray model for the optimization and
conceptual design of a Kaibel column. To validate the model, we simulate a multi-product DWC,
followed by the performance study and optimal design of the KC for the separation of four high-
purity products from a methanol-ethanol-propanol-butanol feed mixture. For the performance
study, we first solved an NLP optimization problem with fixed tray locations, followed by the
solution of the MINLP formulation with fixed number of trays and variable side streams locations
to optimally locate a side feed and two product side outlets in the internal trays of the dividing
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Figure 1: Kaibel column and its main sections.
wall. For the GDP formulation, the proposed model is reformulated and solved to determine the
minimum number of trays needed in the dividing wall and main column to achieve the desired
separation. The problem statement is presented in Section 2, while the rigorous tray-by-tray model
for the KC, including the MINLP and GDP model reformulations are explained in detail in Section
3. The case studies are given in Section 4, while the results for the model validation, MINLP and
GDP formulations are given in Section 5. Finally, the conclusions are presented in Section 6.
2 Problem Statement
In general, the optimization problem is stated as follows. Given is a feed mixture of NC components
with known composition and temperature that is to be separated into NC high-purity products,
the problem is to obtain the optimal location of a side feed and two side product streams and the
minimum number of trays of a Kaibel column, while minimizing its capital and operating costs. To
accomplish this goal, we examine the following formulations: (a) NLP model with a fixed number
of trays and fixed feed and side product locations to optimize the column performance, (b) MINLP
model with a fixed number of trays for the main column and variable tray location for the feed
and side product streams to determine their optimal location, and (c) GDP model with a set of
candidate trays to optimize the number of trays in the column. For their solution, the formulations
use the reflux and boilup ratios, the liquid distributor, and the heat duties as the manipulated
variables in the system.
3 Model Equations
The modeling of KCs depends mostly on the column design and the complexity of the system to be
separated. Different from the number of degrees of freedom in CDCs, KCs have six degrees of free-
dom: the reflux ratio, the product outlets (bottom, intermediate, and distillate product flowrates),
and the liquid and vapor flowrates between the two sections of the dividing wall, controlled by a
liquid and vapor distributor on the top and bottom section of the column, respectively. Consider
that these KC degrees of freedom are valid when the pressure and tray location for the dividing
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wall and product outlets are known and fixed.
The steady-state equations governing the KC, represented as a DWC with two side outlets in Figure
1(a), were obtained by modifying the mass and energy balances on the internal trays of a CDC.
The tray-by-tray model equations that represent all the continuous variables in the system are
presented in detail in Equations 1 to 8, including the mass and energy balances in Equations 1
to 4, the equilibrium equations and summations in Equation 5, the liquid and vapor enthalpies in
Equation 6, and other equations, such as the reflux and boilup ratios in Equation 8. This set of
equations are considered as the nonlinear constraints in the NLP optimization problem for future
comparisons. To organize the model equations, the KC is separated into four main sections as
shown in Figure 1(b), with trays counted from bottom to top, with the reboiler as tray 1 and the
condenser as tray nT . The total annual cost function (TAC) in Equation 9 is used as the objective
function in the NLP and MINLP optimization problems for the KC. It must be noted that, even
though this model describes a KC, it could be easily modified for the solution of different dividing
wall configurations by adding or removing the side streams in the model.
Sets
C = {1, nC}
W = {2, 3}
JB = {1..ns − 1}
JW = {ns..ne}
JT = {ne + 1..nT }
J = JB ∪ JW ∪ JT
Mass and energy balances
Bottom section: j ∈ JB
Reboiler: j = 1
Lj+1 xj+1,c − Vj yj,c −B xj,c = 0, ∀c ∈ C
Lj+1 hj+1 − Vj Hj −B hj +Qreb = 0
Vapor distributor: j = ns − 1∑
w∈W L
w
j+1 x
w
j+1,c − Lj xj,c + Vj−1 yj−1,c −
∑
w∈W V
w
j yj,c = 0, ∀c ∈ C∑
w∈W L
w
j+1 h
w
j+1 − Lj hj + Vj−1 Hj−1 −
∑
w∈W V
w
j Hj = 0
Internal trays: j ∈ JB \ {1, ns − 1}
Lj+1 xj+1,c − Lj xj,c + Vj−1 yj−1,c − Vj yj,c = 0, ∀c ∈ C
Lj+1 hj+1 − Lj hj + Vj−1 Hj−1 − Vj Hj = 0
(1)
Feed section: j ∈ JW
Dividing wall starting tray: j = ns
Fj x
F
j,c + L
2
j+1 x
2
j+1,c − L2j x2j,c + V 2j−1 yj−1,c − V 2j y2j,c = 0, ∀c ∈ C
Fj hF + L
2
j+1 h
2
j+1 − L2j h2j + V 2j−1 Hj−1 − V 2j H2j = 0
Dividing wall ending tray: j = ne
Fj x
F
j,c + L
2
j+1 xj+1,c − L2j x2j,c + V 2j−1 y2j−1,c − V 2j y2j,c = 0, ∀c ∈ C
Fj hF + L
2
j+1 hj+1 − L2j h2j + V 2j−1 H2j−1 − V 2j H2j = 0
Internal trays: j ∈ JW \ {ns, ne}
Fj x
F
j,c + L
2
j+1 x
2
j+1,c − L2j x2j,c + V 2j−1 y2j−1,c − V 2j y2j,c = 0, ∀c ∈ C
Fj hF + L
2
j+1 h
2
j+1 − L2j h2j + V 2j−1 H2j−1 − V 2j H2j = 0
(2)
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Product section: j ∈ JW
Dividing wall starting tray: j = ns
L3j+1 x
3
j+1,c − L3j x3j,c −R1,j x3j,c −R2,j x3j,c + V 3j−1 yj−1,c − V 3j y3j,c = 0, ∀c ∈ C
L3j+1 h
3
j+1 − L3j h3j −R1,j h3j −R2,j h3j + V 3j−1 Hj−1 − V 3j H3j = 0
Dividing wall ending tray: j = ne
L3j+1 xj+1,c − L3j x3j,c −R1,j x3j,c −R2,j x3j,c + V 3j−1 y3j−1,c − V 3j y3j,c = 0, ∀c ∈ C
L3j+1 hj+1 − L3j h3j −R1,j h3j −R2,j h3j + V 3j−1 H3j−1 − V 3j H3j = 0
Internal trays: j ∈ JW \ {ns, ne}
L3j+1 x
3
j+1,c − L3j x3j,c −R1,j x3j,c −R2,j x3j,c + V 3j−1 y3j−1,c − V 3j y3j,c = 0, ∀c ∈ C
L3j+1 h
3
j+1 − L3j h3j −R1,j h3j −R2,j h3j + V 3j−1 H3j−1 − V 3j H3j = 0
(3)
Top section: j ∈ JT
Liquid distributor: j = ne + 1
Lj+1 xj+1,c −
∑
w∈W L
w
j xj,c +
∑
w∈W V
w
j−1 y
w
j−1,c − Vj yj,c = 0, ∀c ∈ C
Lj+1 hj+1 −
∑
w∈W L
w
j hj +
∑
w∈W V
w
j−1 H
w
j−1 − Vj Hj = 0
Condenser: j = nT
Vj−1yj−1,c − Ljxj,c −Dxj,c = 0, ∀c ∈ C
Vj−1 Hj−1 − Lj hj −D hj −Qcon = 0
Internal trays: j ∈ JT \ {ne + 1, nT }
Lj+1 xj+1,c − Lj xj,c + Vj−1 yj−1,c − Vj yj,c = 0, ∀c ∈ C
Lj+1 hj+1 − Lj hj + Vj−1 Hj−1 − Vj Hj = 0
(4)
Equilibrium equations and composition summations
yj,c = Kj,c xj,c, ∀c ∈ C
Kj,c = γj,c
(
P satj,c/Pj
)
, ∀c ∈ C∑
i∈C yj,c = 1∑
i∈C xj,c = 1
∀j ∈ J \ JW
ywj,c = K
w
j,c x
w
j,c, ∀c ∈ C
Kwj,c = γ
w
j,c
(
Pw,satj,c /P
w
j
)
, ∀c ∈ C∑
c∈C y
w
j,c = 1∑
c∈C x
w
j,c = 1
 ∀w ∈W , ∀j ∈ JW
where γj,c, γ
2
j,c, and γ
3
j,c are calculated using NRTL.
(5)
Liquid and vapor enthalpy
hj = f(xj,c, Tj , Pj)
Hj = f(yj,c, Tj , Pj)
}
∀j ∈ J \ JW
hwj = f(x
w
j,c, T
w
j , P
w
j )
Hwj = f(y
w
j,c, T
w
j , P
w
j )
}
∀w ∈W , ∀j ∈ JW
hF = f(xF,c, TF , PF )
HF = f(yF,c, TF , PF )
}
j = nF
(6)
Other equations
Liquid and vapor distributor:
V wns−1 = d
w
V Vns−1 with
∑
w∈W d
w
V = 1
Lwne+1 = d
w
L Lne+1 with
∑
w∈W d
w
L = 1
(7)
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Internal reflux and boilup ratios:
rr = (LnT /VnT−1)
bu = (V1/L2)
(8)
Total Annual Cost function:
TAC = CH Qreb + CC Qcon +
IR(IR+1)
PL
(IR+1)
PL−1 (Cshell + Cint + CHE)
where CH = 0.0091, CC = 0.00228, Cshell = 44, 000, Cint = 272, 000, and CHE = 4, 500 (from
Peters et al. (2003)).
(9)
Since the computational solution of this type of problems depends on the problem structure, the
MINLP and GDP formulations involve the reformulation of distillation models for their application.
There are different alternative column configurations that can be employed to optimize distillation
columns using an MINLP formulation, such as the optimization of the total number of trays or
the optimal location of a side feed by considering variable or fixed heat exchange location in the
column (Barttfeld et al., 2003). Since we are interested in studying the effects of the location of
side streams on the internal sections of the KC, in this work we only consider a configuration with
variable tray location for the feed and product streams with fixed condenser and reboiler location,
i.e. number of trays in the column. This is shown in Figure 2(a), considering the set of trays in
the dividing wall as the candidate trays for the side streams. The MINLP formulation required the
addition of new constraints involving the binary variables z1, z2, and z3 to denote the existence of
the feed and the two side streams, when they have a value of 1. These new equations are given in
Equations 10 and 11.∑
j∈JW Fj ≥ F 0∑
j∈JW z1,j = 1
Fj − Fmax z1,j ≤ 0 , ∀j ∈ JW
(10)
∑
j∈JW R1,j ≥ R
spec
1∑
j∈JW z2,j = 1 with product constraint
∑
j∈JW z2,j x
3
j,3 ≥ xspec3
R1,j − Imax z2,j ≤ 0 , ∀j ∈ JW∑
j∈JW R2,j ≥ R
spec
2∑
j∈JW z3,j = 1 with product constraint
∑
j∈JW z3,j x
3
j,2 ≥ xspec2
R2,j −Rmax z3,j ≤ 0 , ∀j ∈ JW
(11)
The GDP formulation is based on the work by Jackson and Grossmann (2001) and Barttfeld et al.
(2003), where a disjunction at each candidate tray describes the existence or absence of the tray.
In order to apply this formulation to our proposed KC model and to reduce the number of bilinear
terms, we considered individual flows instead of the total flows used in the MINLP formulation.
For the modeling of the KC under these new assumptions, we considered the four main sections
shown in Figure 1(b), considering that the bottom and top trays for each section are fixed, with
the following permanent trays: the reboiler and vapor distributor in the bottom section, the liquid
distributor and condenser in the top section, the side feed tray and dividing wall starting and
ending tray for the feed side, and the side product trays and dividing wall starting and ending
tray in the product section. This is shown in more detail in Figure 2(b). The remaining trays are
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Figure 2: Kaibel column representations for MINLP and GDP formulations.
considered as candidate trays. The trays in each section are counted from bottom to top, being tray
1 the bottom tray in each section and tray nP the top tray in each section, where nP is a specified
upper bound for the number of possible trays for each section. For this model, each section has
the same number of possible trays. Since the bilinear terms are greatly reduced with the use of
individual flows, the liquid and vapor distributor are included in the mass and energy equations.
The detailed reformulated model is presented in Equations 12 to 18, including Equation 19 that
considers the number of existent trays and operating costs (condenser and reboiler heat duties)
in the column. This equation corresponds to the objective function for the GDP formulation. To
ensure equal weights to the capital and operating costs, the number of existent trays in Equation
19 is multiplied by a weight coefficient of 1000.
Sets
C = {1, nC}
S = {1, 4}
W = {2, 3}
J1 = J2 = J3 = J4 = {1..nP }
J = J1 ∪ J2 ∪ J3 ∪ J4
Mass and energy balances
Bottom section: s = 1 and j ∈ J1
Reboiler: j = 1
Ls,j+1,c − Vs,j,c −Bc = 0, ∀c ∈ C∑
c∈C (Ls,j+1,c hs,j+1,c − Vs,j,c Hs,j,c −Bc hs,j,c) +Qreb = 0
Vapor distributor: j = nP ∑
s∈W Ls,1,c − Ls,j,c + Vs,j−1,c −
∑
s∈W d
s
V Vs,j,c = 0, ∀c ∈ C∑
c∈C
(∑
s∈W Ls,1,c hs,1,c − Ls,j,c hs,j,c + Vs,j−1,c Hs,j−1,c −
∑
s∈W d
s
V Vs,j,c Hs,j,c
)
= 0
Internal trays: j ∈ J1 \ {1, nP }
Ls,j+1,c − Ls,j,c + Vs,j−1,c − Vs,j,c = 0, ∀c ∈ C∑
c∈C (Ls,j+1,c hs,j+1,c − Ls,j,c hs,j,c + Vs,j−1,c Hs,j−1,c − Vs,j,c Hs,j,c) = 0
(12)
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Feed section: s = 2 and j ∈ J2
Dividing wall starting tray: j = 1
Ls,j+1,c − Ls,j,c + d2V V1,nP ,c − Vs,j,c = 0, ∀c ∈ C∑
c∈C
(
Ls,j+1,c hs,j+1,c − Ls,j,c hs,j,c + d2V V1,nP ,c H1,nP ,c − Vs,j,c Hs,j,c
)
= 0
Side feed: j = nF
Fc + Ls,j+1,c − Ls,j,c + Vs,j−1,c − Vs,j,c = 0, ∀c ∈ C∑
c∈C (Fc hF,c + Ls,j+1,c hs,j+1,c − Ls,j,c hs,j,c + Vs,j−1,c Hs,j−1,c − Vs,j,c Hs,j,c) = 0
Dividing wall ending tray: j = nP
d2L L4,1,c − Ls,j,c + Vs,j−1,c − Vs,j,c = 0, ∀c ∈ C∑
c∈C
(
d2L L4,1,c h4,1,c − Ls,j,c hs,j,c + Vs,j−1,c Hs,j−1,c − Vs,j,c Hs,j,c
)
= 0
Internal trays: j ∈ J2 \ {1, nF , nP }
Ls,j+1,c − Ls,j,c + Vs,j−1,c − Vs,j,c = 0, ∀c ∈ C∑
c∈C (Ls,j+1,c hs,j+1,c − Ls,j,c hs,j,c + Vs,j−1,c Hs,j−1,c − Vs,j,c Hs,j,c) = 0
(13)
Product section: s = 3 and j ∈ J3
Dividing wall starting tray: j = 1
Ls,j+1,c − Ls,j,c + d3V V1,nP ,c − Vs,j,c = 0, ∀c ∈ C∑
c∈C
(
Ls,j+1,c hs,j+1,c − Ls,j,c hs,j,c + d3V V1,nP ,c H1,nP ,c − Vs,j,c Hs,j,c
)
= 0
Side product outlet 1: j = nR1
Ls,j+1,c − Ls,j,c + Vs,j−1,c − Vs,j,c −R1,c = 0, ∀c ∈ C∑
c∈C (Ls,j+1,c hs,j+1,c − Ls,j,c hs,j,c + Vs,j−1,c Hs,j−1,c − Vs,j,c Hs,j,c −R1,c hs,j,c) = 0
Side product outlet 2: j = nR2
Ls,j+1,c − Ls,j,c + Vs,j−1,c − Vs,j,c −R2,c = 0, ∀c ∈ C∑
c∈C (Ls,j+1,c hs,j+1,c − Ls,j,c hs,j,c + Vs,j−1,c Hs,j−1,c − Vs,j,c Hs,j,c −R2,c hs,j,c) = 0
Dividing wall ending tray: j = nP
d3L L4,1,c − Ls,j,c + Vs,j−1,c − Vs,j,c = 0, ∀c ∈ C∑
c∈C
(
d3L L4,1,c h4,1,c − Ls,j,c hs,j,c + Vs,j−1,c Hs,j−1,c − Vs,j,c Hs,j,c
)
= 0
Internal trays: j ∈ J3 \ {1, nR1 , nR2 , nP }
Ls,j+1,c − Ls,j,c + Vs,j−1,c − Vs,j,c = 0, ∀c ∈ C∑
c∈C (Ls,j+1,c hs,j+1,c − Ls,j,c hs,j,c + Vs,j−1,c Hs,j−1,c − Vs,j,c Hs,j,c) = 0
(14)
Top section: s = 4 and j ∈ J4
Liquid distributor: j = 1
Ls,j+1,c −
∑
s∈W d
s
L Ls,j,c +
∑
s∈W d
s
V Vs,nP ,c − Vs,j,c = 0, ∀c ∈ C∑
c∈C
(
Ls,j+1,c hs,j+1,c −
∑
s∈W d
s
L Ls,j,c hs,j,c +
∑
s∈W d
s
V Vs,nP ,c Hs,nP ,c − Vs,j,c Hs,j,c
)
= 0
Condenser: j = nT
Vs,j−1,c − Ls,j,c −Dc = 0, ∀c ∈ C∑
c∈C (Vs,j−1,c Hs,j−1,c − Ls,j,c hs,j,c −Dc hs,j,c)−Qcon = 0
Internal trays: j ∈ J4 \ {1, nT }
Ls,j+1,c − Ls,j,c + Vs,j−1,c − Vs,j,c = 0, ∀c ∈ C∑
c∈C (Ls,j+1,c hs,j+1,c − Ls,j,c hs,j,c + Vs,j−1,c Hs,j−1,c − Vs,j,c Hs,j,c) = 0
(15)
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Equilibrium equations and composition summations
ys,j,c = Ks,j,c xs,j,c , ∀c ∈ C
Ks,j,c = γs,j,c
(
P sats,j,c/Ps,j
)
, ∀c ∈ C∑
c∈C ys,j,c = 1∑
c∈C xs,j,c = 1
with ideal activity coefficients γs,j,c = 1.

∀j ∈ J , ∀s ∈ S (16)
Liquid and vapor enthalpy
hs,j,c = f(Tj , Pj)
Hs,j,c = f(Tj , Pj)
}
∀c ∈ C , ∀j ∈ J , ∀s ∈ S (17)
Other equations
Individual liquid and vapor flowrates:
Ls,j,c = Ls,j xs,j,c
Vs,j,c = Vs,j ys,j,c
}
∀c ∈ C , ∀j ∈ J , ∀s ∈ S
Individual side feed and product flowrates:
Fc = Ftotal xF,c
Bc = Btotal x1,1,c
Dc = Dtotal x4,nP ,c
∀c ∈ C
(18)
Minimum number of trays equation:
nmin = (Qreb +Qcon) + ω
∑
s∈S
∑
j∈JE ns,j
where ω = 1000 and JE is the set of existent trays.
(19)
The candidate trays for each section in the KC are enforced with the use of Boolean variables, as
given in the disjunction in Equation 20.
[
Zs,j
f(xs,j,c, ys,j,c, Vs,j,c, Ls,j,c, Ts,j , Ps,j) = 0
]
∨

¬Zs,j
xs,j,c = xs,j+1,c
ys,j,c = ys,j−1,c
Ls,j,c = Ls,j+1,c
Vs,j,c = Vs,j−1,c
hs,j,c = hs,j+1,c
Hs,j,c = Hs,j−1,c
Ts,j = Ts,j+1

∀j ∈ JC , ∀s ∈ S
(20)
where Zs,j are the Boolean variables associated with the tray existence for each section in the
column, and f(xj,c, yj,c, Vj,c, Lj,c, Ts,j , Ps,j) contains the mass and energy balances, equilibrium,
enthalpy, and the component and mixture properties equations. When a tray is selected in each
section, Zs,j takes the value of “True” (the tray exists) and all the constraints are enforced along
with product specifications, but if Zs,j is “False” (or the tray is absent), no changes take place and
the flows, compositions, enthalpies, and temperatures entering the tray are set equal to those trays
above or below it. For our KC reformulated model, the permanent trays in all the sections are
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enforced to exist, while the set of candidate trays for each section are: JC = {2..nP − 1} for the
bottom and top sections, JC \ nF for the feed section, and JC \ {nR1 , nR2} for the product section.
We also include logical constraints in order to activate the trays above or below a permanent tray,
as given in the logic constraints in Equations 21 and 22. For the feed tray in the feed section these
two equations are used, for the trays to exist above and beyond it, while for the bottom, product,
and top sections, only the logical proposition in Equation 21 is used.
Zs,j =⇒ Zs,j−1 ∀s ∈ S, ∀j ∈ JC (21)
Zs,j−1 =⇒ Zs,j for s = 2, ∀j ∈ JC (22)
The solution of the two formulations requires not only the specification of certain parameters, such
as the number trays, feed location, etc., it also requires an initialization procedure, which consists
of the next three steps: (i) a preliminary design of the separation considering a sequence of indirect
CDCs to obtain the minimum number of stages with Fenske Equation, (ii) flash calculation for
the feed, and (iii) calculation of variable bounds by solving the NLP problem. For the solution
of the MINLP formulation, this preliminary phase was applied, followed by the solution of the
model Equations 1 to 8 and the objective function in Equation 9, using an MINLP solver. For the
GDP formulation, the preliminary phase was also applied, followed by the solution of the model
Equations 12 to 18, the disjunctions in Equation 20, and the logical propositions in Equations 21
and 22, considering the objective function in Equation 19.
4 Case Study
The validation of the proposed model and optimal conceptual design of the KC is obtained by
performing two different separations. The validation of the model is performed first using the
mixture in Case 1, while the optimal conceptual design of the KC using the MINLP and GDP
formulation are applied to the mixture in Case 2. The details are explained below.
Case 1. For this case, we perform the separation of a feed mixture of benzene (1), toluene (2), and
o-xylene (3) using a DWC, and it is presented first in order to compare and validate the proposed
model in Equations 1 to 8 in Section 3. The DWC model was obtained by removing one of the
side product streams from the mass and energy balances in Equation 3, and it was simulated using
a dummy objective function (objective = 1), with the following product specifications: product
flowrates higher than 300 mol/s and final compositions higher than 0.99 for the three components.
The operating conditions are given in Table 1. For this case, the location of the side feed, side
product stream, and total number of trays for the main column and dividing wall are fixed.
Case 2. For this case, we considered the separation of four high-purity products from a mixture
of methanol (1), ethanol (2), propanol (3), and butanol (4) using a KC. For comparison purposes,
this column is solved first considering an NLP optimization problem with a fixed total number of
trays for the main column, and fixed locations for the feed and side products. The solution of the
NLP problem is followed by the MINLP and GDP formulations, with the objective of obtaining
the column optimal design parameters. The MINLP formulation is applied to obtain the optimal
location of the side feed and two product streams under a fixed total number of trays, while the
GDP formulation is solved to obtain the minimum number of trays for the main column and di-
viding wall, while fixing the location of the feed and side products in the KC. The NLP model
and the MINLP and GDP formulations were solved with the operating conditions given in Table
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Table 1: Data for Cases 1 and 2.
Case 1a Case 2
Operating conditions NLP MINLP GDP
Number of trays 46 58b 58b 100c
Side feed tray 25 31 - 12
Dividing wall starting tray 13 8 8 1
Dividing wall ending tray 36 40 40 25
Side outlet 1 tray 26 18 - 8
Side outlet 2 tray - 35 - 17
Side feed flowrate in mol/s 1000 ≥ 200 ≥ 200 200
Side feed temperature in K 358 358 358 358
Vapor distributor to feed section 0.627 0.394 0.394 0.394
Column pressure in bar 0.679 - 0.375 1.20 - 1.05 1.20 - 1.05 1.20
Initial liquid composition
(1) 0.30 0.25 0.25 0.25
(2) 0.30 0.25 0.25 0.25
(3) 0.40 0.25 0.25 0.25
(4) - 0.25 0.25 0.25
a Data from Ling and Luyben (2010), b From Fenske equation
c Upper bound for KC, considering an upper bound nP = 25 for each section.
1, including the following final product specifications: product flowrates higher than 50 mol/s and
compositions higher than 0.99 for the four components.
The proposed models were written in Python using the package Pyomo (Hart et al., 2011, 2017).
IPOPT (Wachter and Biegler, 2006) was used for the solution of the NLP optimization problem,
while Bonmin solver (Grossmann et al., 2005) was used to solve the MINLP problem using the
algorithm B-Hyb (Hybrid outer-approximation based branch-and-cut algorithm). For the solution
of the GDP problem, we used the new logic-based solver GDPopt (Chen et al., 2018).
5 Results
The validation of the proposed model equations is presented in the results in Case 1, followed by
the MINLP and GDP formulations results for the conceptual design of KC in Case 2.
Case 1. The DWC simulation results for the separation of benzene, toluene, and o-xylene are
presented and compared in Table 2. This comparison between our DWC results with the values
from Ling and Luyben (2010) obtained using the commercial software Aspen, shows differences
of about 2% between the two columns. These small differences could be due to the constant
parameters used for the calculation of the different properties in the system, such as saturation
pressure, heat capacity, etc. Considering these small differences as negligible, we can therefore say
that the proposed model equations in Section 3 give accurate solutions for multi-product DWC.
Case 2. The NLP optimization results for the KC are given in Table 3, and are presented in
order to compare possible benefits of the MINLP solution. The MINLP integer solutions for the
KC are also given in Table 3, showing the next optimal locations: the side feed on tray 25 and
the side outlets 1 and 2 on trays 16 and 34, respectively. The comparison between the NLP and
MINLP solutions shows that, when using the optimally located side streams obtained with the
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Table 2: Case 1 results and comparison with commercial software.
Variable Aspen∗ Our Code % Error
Distillate in mol/s 303 302 0.33
Side outlet 1 in mol/s 296 297 -0.33
Bottoms in mol/s 401 401 0
xBenzeneD 0.99 0.9927 -0.27
xTolueneS1 0.99 0.9902 0
xTolueneB 0.99 0.9908 -0.08
Reboiler duty in MW 35.69 35.43 0.73
Condenser duty in MW 37.52 37.52 0
Reflux ratio (internal) 0.7395a 0.7355b 0.54
Boilup ratio 0.7020a 0.6901b 1.69
∗ From Ling and Luyben (2010), a Fixed, b Calculated.
MINLP formulation, the KC energy consumption in the reboiler is reduced by 11.14%, followed by
a reduction of 11.25% in the condenser. These energy savings can be explained by comparing the
composition profiles for the prefactionator (or feed side) for the MINLP solution in Figure 3(a) with
the NLP solution profiles in Figure 3(b). In Figure 3(a), we observe that the feed mixture enters at
tray 25, where small differences between the tray composition and the side feed composition values
are observed. Since there are no drastic changes in the composition, this new side feed reduces the
mixing losses in the column, thus reducing the energy needed for the separation. This good match
is not observed in the NLP composition profiles in Figure 3(b), where the side feed, with smaller
composition values, enters on tray 31, reducing the total composition in the tray, and increasing
with this the inefficiency in the separation. Smaller reductions on the remixing effects can also
be seen in the composition profiles for the product section in Figure 4(a) for the MINLP solution,
where a slightly sharper peak is observed, for component 2, when compared to the NLP profile
in Figure 4(b). This analysis is consistent with the energy savings observed in the reboiler and
condenser in Table 2 for the MINLP solution.
The GDP formulation results are given in Table 4, predicting a total number of trays for the KC of
46 and a dividing wall of 15 trays. This solution reduces the size of the column when compared to
the 58-tray KC column used for the NLP and MINLP formulation. This GDP solution increases
the efficiency of the separation by decreasing the energy wasted due to remixing effects in all the
KC sections. This can be seen in the liquid composition profiles in Figure 5, where sharper peaks
for the products in Figure 5(a) are observed, while a better composition match is observed in Figure
5(b) for components 2 and 4 in the side feed tray. Note that the constant composition values are
due to the pass through constraints considered in the absent trays.
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Table 3: Results for the MINLP formulation using a Kaibel column.
Optimal solutions NLP MINLP
Number of trays 58 58
Side feed tray 31 25
Side outlet 1 tray 18 16
Side outlet 2 tray 35 34
Reboiler duty in MW 34.019 30.229
Condenser duty in MW 33.672 29.883
Objective value ($/year) 1,441,823.53 1,286,172.52
Solver IPOPT Bonmin (B-Hyb)
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(a) Feed side liquid composition profiles for the MINLP
solution.
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(b) Feed side liquid composition profiles for the NLP
solution.
Figure 3: Liquid composition profiles for the MINLP and NLP solutions for bottoms, feed, and top
sections of the Kaibel column. The light gray shaded areas represent the bottom and top sections
in the KC, while the darker shaded area represents the side feed F . Components: 1 for methanol,
2 for ethanol, 3 for n-propanol, and 4 for n-butanol.
Table 4: Kaibel column optimal design parameters obtained using the GDP formulation.
Optimal solutions GDP
Total number of trays 46
Dividing wall starting tray 12
Dividing wall ending tray 26
Side feed tray 18
Side outlet 1 tray 13
Side outlet 2 tray 22
Solver GDPopt
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(a) Product side liquid composition profiles for the
MINLP solution.
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(b) Product side liquid composition for the NLP solu-
tion.
Figure 4: Liquid composition profiles for the MINLP and NLP solutions for bottoms, product,
and top sections of the Kaibel column. The light gray shaded areas represent the bottom and top
sections in the KC, while the darker shaded areas represent the product side streams R1 and R2.
Components: 1 for methanol, 2 for ethanol, 3 for n-propanol, and 4 for n-butanol.
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(a) Liquid composition profiles for the product side.
The dark gray shaded areas represent the product side
streams.
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(b) Liquid composition profiles for the feed side. The
dark gray shaded area represents the feed.
Figure 5: Liquid composition profiles for the GDP formulation for the Kaibel column. The light
gray shaded areas represent the bottom and top sections in the KC. Components: 1 for methanol,
2 for ethanol, 3 for n-propanol, and 4 for n-butanol.
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6 Conclusions
In this work, we proposed and validated a rigorous tray-by-tray model for the study of a Kaibel
column, while including rigorous MINLP and GDP formulations into its model to determine its
optimal conceptual design. In order to validate and determine the accuracy of the proposed model
equations, we first compared the results of our model with commercial software results, showing this
comparison differences of about 2% under the same operating conditions. Considering this validated
model, the Kaibel column is solved applying MINLP and GDP formulations, performing with both
the separation of a quaternary feed mixture. With the MINLP optimization, we determined the
optimal location of a side feed and two side product streams, showing its comparison to other
configurations with no optimally located trays, energy savings of around 11% in the reboiler and
condenser. In order to determine the optimal number of trays for the main column and dividing
wall, the GDP formulation was applied, showing the results a highly efficient Kaibel column with
a reduced number of trays for the main column and dividing wall trays, when compared to the
total number of trays used in the MINLP formulation. These results proved how effective these
two formulations are to determine the optimal design parameters in dividing wall columns, where
their application is assuring a minimization of the energy wasted on remixing effects.
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Abbreviations
CDC Continuous Distillation Column
DWC Dividing Wall Column
GDP General Disjunctive Programming
KC Kaibel Column
MINLP Mixed Integer Nonlinear Programming
ne Dividing Wall Ending Tray
ns Dividing Wall Starting Tray
NLP Nonlinear Programming
TAC Total Annual Cost
Nomenclature
2 Superindex representing the feed section in Kaibel column
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3 Superindex representing the product section in Kaibel column
B Bottoms in mol/s
bu Boilup rate
C Set of components
CC Cost of cold utility in $/kWh
CH Cost of heat utility in $/kWh
CHE Cost of heat exchangers in $
Cint Cost of distillation column internals in $
Cshell Cost of distillation column shell in $
D Distillate in mol/s
dwL Liquid distributor for the dividing wall
dwV Vapor distributor for the dividing wall
γ Activity Coefficient
H Vapor enthalpy in J/mol
h Liquid enthalpy in J/mol
IR Interest rate
J Total set of trays for the Kaibel column
J1 Set of trays for the bottom section of the column for the GDP formulation
J2 Set of trays for the feed section of the column for the GDP formulation
J3 Set of trays for the product section 3 of the column for the GDP formulation
J4 Set of trays for the top section of the column for the GDP formulation
JB Set of trays for the bottom section of the column for the MINLP formulation
JC Set of candidate trays for the main sections in the Kaibel column
JE Set of existent trays for the main sections in the Kaibel column
JT Set of trays for the top section of the column for the MINLP formulation
JW Set of trays for the dividing walll sections of the column for the MINLP formulation
K Vapor-liquid equilibrium constant
L Liquid flowrate in mol/s
nC Number of components
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nF Side feed tray
nP Number of potential trays for the GDP formulation
nT Number of trays
nR1 Side tray for product outlet 1
nR2 Side tray for product outlet 2
P sat Vapor pressure in bar
PL Plant life in years
Qcon Condenser heat duty in J/s
Qreb Reboiler heat duty in J/s
S Set of main sections in the Kaibel column
V Vapor flowrate in mol/s
w Superindex representing the dividing wall sections
W Dividing wall sections 2 and 3
x Liquid composition in mol/mol
y Vapor composition in mol/mol
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